7 mm Medium Density Fibreboard (MDF) system bonded to 3 mm polystyrene, for users information
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UNDERLAY SYSTEMS

SAFETY DATA SHEET for JUMPAX:

1. IDENTIFICATION

Product description: 7 mm medium density
fibreboard bonded to 3 mm polystyrene
Trade Name: JUMPAX

Application: Flooring Underlay

|

Information on manufacturer / supplier:

UNIFLOOR Underlay Systems BV
Munsterstraat 24,

7418 EV DEVENTER

The Netherlands

T+ 31(0)570 8555 33

F +31 (0)570 85 55 44

| www.unifloor.nl

E info@unifloor.nl

2. COMPOSITION
Chemical characterisation:

Mixed softwood, polymerised resin, paraffin wax,
moisture and formaldehyde (< 8 mg / 100g — Class E 1)

Hazardous Ingredients: None

3. HAZARD IDENTIFICATION

This product is regarded as a non-hazardous
material

4. FIRST AID MEASURES
No special measures required

During the machining of JUMPAX i.e. sawing, sanding,
etc., dust is generated. If adverse effects occur
following inhalation of, ingestion of or eye contact with
this dust, remove to fresh air. In case of eye contact
flush open eye with tepid water. Consult doctor if
symptoms persist.

5. FIRE FIGHTING MEASURES

Suitable fire extinguishing agents: Water, Dry
Powder, Carbon Dioxide (COZ2) & Foam

Special hazards caused by material, its
products of combustion or its fuel gasses:
Carbon Monoxide (CO), Carbon Dioxide (CO2)
and Nitrogenous gasses may develop in case of
fire.

Special protective equipment in case of fire:
Wear breathing apparatus equipment suitable for
above-mentioned gasses in case of fire.

6. ACCIDENTAL RELEASE MEASURES

Personal precautions: Not applicable for product in
sheet form

Environmental precautions: Not applicable for product
in sheet form

Method of Clean up: Wood dust generated from
machining, i.e. sawing, sanding JUMPAX should be
collected by suction cleaning equipment and contained
recovery or disposal.

7.HANDLING AND STORAGE

Handling: In sheet form JUMPAX can present a
manual handling risk due to its physical
dimensions and weight. Adhere to good practices
and use appropriate lifting devices if necessary.
Storage: Store JUMPAX in a dry and well-
ventilated place. Fire safety requirements have to
be fulfilled

8. EXPOSURE CONTROLS / PERSONEL
PROTECTION

Occupational exposure limits

Softwood dust : 5 mg/m? (Sen.) — EH40 MEL (8 hour
TWA) Softwood dust is generated during machining of
JUMPAX '

Formaldehyde:

2 ppm (2,5 mg/m3) — EH40 MEL (8 hour TWA)

2 ppm (2,5 mg/m3) — EH40 STEL (15 min)

Breathing equipment: Use the same breathing filter as
used during the machining of other softwood products
to avoid inhaling softwood dust.

Eye protection: Use the same eye protection
equipment i.e. safety glasses, as used during the
machining of other softwood products.

General protection and hygiene measures: Follow
good hygiene and housekeeping practices.







