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UMDERLAY SYSTEMS

SAFETY DATA SHEET for SOUNDEATER 15mm
15 mm Sound reducing underfloor system for solid and 14mm engineered wood floor.
Tongue and grooved softboard with profiled pre-glued strips.

1. IDENTIFICATION DATA

2. CHEMICAL AND MECHANICAL PROPERIETES

1.1 Identification: 2.1 Physical features Solid
Porous fibre board / wooden profile
2.2 Density (soft board) 250 kg/mc
Kind of product: Soft board / wooden profile
Trade Name: SOUNDEATER 2.3 Solubility in the water Less
1.2 Information on manufacturer / supplier:
2.4 pH in water solution No change, neutral
UNIFLOOR Underlay Systems BV solution
Munstersiraat 24,
7418 EV DEVENTER
The Netherlands
T + 31 (0)570 85 55 33
F +31 (0)570 85 55 44
| www.unifloor.nl
E info@unifloor.nl
1.3 Composition of the porous fibre board:
- dry wood mass about 92%: certified raw
material (log), chips
- conifer raw material more than 95%,
deciduous up to 5%
- water about 4%
- sticking chemical substances — no more
than 4%: hydrophobic emulsion and a
precipitate sulphate Al,(SO,)s
1.4 Composition of the wooden profile
- 100 % pine / fir tree wood
3. STABILITY AND REACTIVITY 4. STORAGE
3.1 Conditions to avoid none 4.1 Stability by normal conditions high
3.2 Material to avoid none 4.2 Precautions by storing
3.3 Dangerous substances by Keep in dry protected places, far from fire or
decomposition none Combustions places.
3.4 Dangerous chemical reaction none

5. INFORMATION ABOUT RISKS

5.1 Toxicity

It is not toxic

5.2 Irritability

Does not provoke by handling any irritations:
cutting of soft boards using a saw should be made
in open spaces or in good ventilated ones because
develops wood fibre dust.

5.3 Allergy, asthma

The people, who have an allergy for dust or
asthma, should not work with the softboard,
because the wood fibre dust could provoke an
irritation of the skin or the respiratory system. In
case of any irritation, the person should
discontinue to work with the softboard and contact
a medical doctor.

6. CAUTIONS, RECOMMENDATIONS

6.1 Respiratory system

In order to protect the respiratory system against the
fibre board, use a mask

6.2 Working clothes

During work with soft board, use a mask, protective
glasses and protective gloves

6.3 Cutting

During cutting of soft board by saw, use working clothes
and in addition protective headphones. When cutting
the soft board with a knife, use working clothes and a
special knife and cut carefully.

6.4 Fire

In case of fire, burning soft board can be extinguished
by standard fire extinguishing. Also alert the fire brigade
immediately. The smoke released by burning soft board
does not carry any special dangerous substances

6.5 Other situations

In any different or dangerous situations, apply the first
aid rules and inform the proper authorities







